
1.125

GENERAL FEATURES

with low load loss.

The modular concept allows obtaining a particular compactness 

also for these units featuring high performance.

The available modules for this Line are:

Filter 

Regulator

Filter Regulator

Lubricator

FR+L

F+R+L

F+L

GENERAL TECHNICAL DATA

Fluid compressed air

Working temperature 
(a 10 bar):

-5 / +50°C*

Connections IN-OUT 1'' G

Assembling type Assembling kit 

Mounting position see singol components
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1.126

CONDENSATE DRAIN

Semiautomatic drain is sup-

plied as standard on all Air-

comp Lines.

The standard drain closes 

when the bowl is pressurized 

discharging the condensate 

whenever the unit is depres-

surized. 

The drain can be manually set 

to always "closed" modality 

(closed both when the bowl 

is pressurized and depressu-

rized). 

SEMIAUTOMATIC DRAIN (SS) FLOAT TYPE AUTOMATIC 
DRAIN (SA)

DIFFERENTIAL AUTOMATIC 
DRAIN (SAD)

OPEN 1/8 CONNECTION (S18)

Float type automatic drain 

opens even when the bowl 

is pressurized upon reaching 

a set condensate level. The 

excess condensate is dischar-

ged to the outside and can be 

conveyed connecting a drai-

nage hose to the duct.

Differential automatic drain 

opens even when the bowl 

is pressurized but only when 

there is air consumption (min. 

delta  P =  92 bar) and upon 

reaching a set condensate le-

vel. The excess condensate is 

discharged to the outside. It is 

possible to connect a drainage 

hose to the duct.

The seat with female thread 1/8 

the connection to alternative 

such as exhaust solenoid valves.

It is available also with locking 

pin with "manual drain" fun-

ction.

LEVEL INDICATOR IN THE LUBRICATOR

LEVEL INDICATOR

The Lubricator can be purchased also in the version with level indicator.

The IL version indicates the reaching of the minimum level for being able 

The IM version instead indicates the minimum and the maximum level. 

This allows having a signal both when the lubricant is used up and 

with level indicator.
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1.127

BOWL SAFETY RING

1. Lifting the safety ring Pic. 1

2. Turning the bowl clockwise Pic. 2

3. Lowering the bowl Pic. 3

It is not possible to disassemble the bowl when the safety ring is lowered.

The bowl reassembling can be easily executed following these steps:

4. Check that the safety ring is in its coorrect position (on the clamping tooth) as in Pic. 4

5. Fit the bowl into the body seat and lock it turning anticlockwise Pic. 5

6. Make sure that the safety ring is brought back to the correct position Pic. 6

Attention: the disassembling of the bowl must always be executed when the unit is depressurized.
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GENERAL FEATURES

Modular Regulator with balanced valve ensuring high performance 

and low load loss.

Knob with locking pressure device.

ORDERING CODE

CODE REF.

095.01.00002 R 1'' 095 04 R

095.01.00001 R 1'' 095 08 R

095.01.00003 R 1'' 095 012 R

GENERAL TECHNICAL DATA

INLET-OUTLET
connections

1''

Pressure range 0-4; 0-8; 0-12 Bar

Working pressure

(P1= 6,3 bar     P= 1bar)
15.000 Nl/min

Working temperature 
(a 10 bar)

 -5 / +50°C*

Max Torque IN-OUT 1'' 80 Nm

Max tourque gauge 
port

10 Nm

Weight:
Below 3°C the air of the circuit must be free from humidity

WOULD YOU LIKE TO ORDER 

Replace 0 with "M" the the 6th digit of the part nr. for example:

R   1/4”   042    08   R   

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Product

R = Regulator

Version

R = Relieving

Range of pressure

04 = 0 - 4 Bar

08 = 0 - 8 Bar

12 = 0 - 12 Bar

095.01.M0002  R 1'' 095 04 R + GAUGE
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Tubo 6x4
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1.129

GENERAL FEATURES

low load loss. 

the bowl is pressurized.

Bowl made from hardened polyamide with outer guard.

ORDERING CODE

CODE REF.

095.02.00001 F 1” 095 20 PE SS

095.02.00002 F 1” 095  5  PE SS

Float type automatic drain version. 

095.02.00003 F 1” 095 20 PE SA

095.02.00004 F 1” 095  5  PE SA

"Differential" automatic drain version.

095.02.00007 F 1” 095 20 PE SAD

095.02.00008 F 1” 095  5  PE SAD

GENERAL TECHNICAL DATA

INLET-OUTLET 
connections

1''

Pressure range 0-4; 0-8; 0-12 Bar

Working pressure

Working pressure with 
automatic drain model SAD: 2 – 12 Bar

Filtering degree 5 micron; 20 micron

(P1= 10 bar P= 1bar) : 13.800 Nl/min

Working temperature  
(a 10 bar)

-5 / +50°C*

Bowl capacity 200 cc

Max Torque IN-OUT 1'' 80 Nm

Weight

Below 3°C the air of the circuit must be free from humidity

F   1/4”   042   20   PE   SS

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Product

F = Filter

MF =

CF = Activated carbon

Filtering element

5 = 5 micron

20 = 20 micron

0,01 =

CA = Activated carbon

Condensate Drain

SS =
Semiautomatic 
(standard)

SA =
type

SAD =
Automatic 
differential

S18 = Open seat 1/8 F

Bowl

TT =
Transparent (Line 042 
only)

TC =
Short transparent (Line 
042 only)

PE = With outer guard
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GENERAL FEATURES

Propotional oil mist lubricator allowing a constant oil delivery over 

time.

lubricant adjustment.

Bowl made from hardened polyamide with outer guard.

ORDERING CODE

CODE REF.

095.03.00001 L 1'' 095 PE

GENERAL TECHNICAL DATA

INLET-OUTLET 
connections

1''

Maximum inlet pressure

Bowl capacity 440 cc

Recommended oil 
viscosity

ISO VG32

(P=10 bar P=1 bar)
15.000 Nl/min

Working temperature  
(a 10 bar)

-5 / +50°C*

Max Torque IN-OUT 1'' 80 Nm

Weight

Below 3°C the air of the circuit must be free from humidity

L   1/4”   042   PE   --

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Product

L = Lubricator

Version

= Standard

VL =

IL = Min Level indicator

IM =
Max/Min Level indicator 
(Line 095 only)

Bowl

TT = Transparent (Line 042 only)

TC =
Short transparent (Line 042 
only)

PE = With outer guard
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1.131

GENERAL FEATURES

electric signal able to control light indicators or acoustic alarms 

upon reaching the minimum level.

The Lubricator is available in 2 versions:

IL - with level indicator emitting a signal when the minimum level 

is reached

IM - with indicator emitting a signal when both the minimum and 

maximum level are reched.

ORDERING CODE

CODE REF.

095.03.00002 L 1'' 095 PE IL

095.03.00003 L 1'' 095 PE IM

GENERAL TECHNICAL DATA

INLET-OUTLET 
connections

1''

Maximum inlet pressure 7 Bar

Maximum voltage 100 V AC

Electric contact

Bowl capacity 440 cc

Recommended oil 
viscosity

ISO VG32

11.800 Nl/min

Working temperature 
(a 7 bar)

-5 / +50°C*

Max Torque IN-OUT 1'' 80 Nm

Weight

Below 3°C the air of the circuit must be free from humidity

LEVEL INDICATOR

L   1/4”   042   PE   

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Product

L = Lubricator

Version

= Standard

VL =

IL = Min Level indicator

IM =
Max/Min Level indicator 
(Line 095 only)

Bowl

TT = Transparent (Line 042 only)

TC =
Short transparent (Line 042 
only)

PE = With outer guard

LINE  095 1'' | LUBRICATORS WITH LEVEL INDICATOR
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095.04.M0002  FR 1” 095 20 04 R PE SS + GAUGE

1.132

GENERAL FEATURES

and low load loss.

Knob with locking pressure device.

drain (SAD) that can convey condensate to to the outside even 

when the bowl is pressurized.

Bowl made from hardened polyamide with outer guard. 

ORDERING CODE

CODE REF.

095.04.00002 FR 1” 095 20 04 R PE SS

095.04.00001 FR 1” 095 20 08 R PE SS

095.04.00003 FR 1” 095 20 12 R PE SS

095.04.00005 FR 1” 095  5  04 R PE SS

095.04.00004 FR 1” 095  5  08 R PE SS

095.04.00006 FR 1” 095  5  12 R PE SS

Float type automatic drain version. 

095.04.00007 FR 1” 095 20 08 R PE SA

095.04.00009 FR 1” 095 20 12 R PE SA

"Differential" automatic drain version.

095.04.00014 FR 1” 095 20 08 R PE SAD

095.04.00015 FR 1” 095 20 12 R PE SAD

095.04.00016 FR 1” 095  5  08 R PE SAD

095.04.00017 FR 1” 095  5  12 R PE SAD

GENERAL TECHNICAL DATA

INLET-OUTLET
connections

1''

Pressure range 0-4; 0-8; 0-12 Bar

Working pressure

Working pressure with 
automatic drain model SAD: 2 – 12 Bar

Filtering degree 5 micron; 20 micron

Working temperature 
(a 10 bar)

-5 / +50°C*

Max Torque IN-OUT 1''  80 Nm

Max tourque
gauge port

10 Nm

Bowl capacity 200 cc

Weight

Below 3°C the air of the circuit must be free from humidity

WOULD YOU LIKE TO ORDER 

Replace 0 with "M" the the 6th digit of the part nr. for example:

FR   1/4”   042   20   08   R   PE   SS

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Filtering element

5 = 5 micron

20 = 20 micron

Product

FR = Filter regulator

Version

R = Relieving

Range of pressure

04 = 0 - 4 Bar

08 = 0 - 8 Bar

12 = 0 - 12 Bar

Condensate Drain

SS =
Semiautomatic 
(standard)

SA =
type

SAD =
Automatic 
differential

S18 = Open seat 1/8 F

Bowl

TT =
Transparent (Line 042 
only)

TC =
Short transparent 
(Line 042 only)

PE = With outer guard
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095.06.M0002  FR+L 1” 095 20 04 R PE SS + GAUGE

1.133

GENERAL FEATURES

Unit consisting of Filter regulator and Lubricator.

lubrication of compressed air for industrial application.

high condensate separation.

Semiautomatic condensate drain supplied as standard (SS).

drain (SAD) that can convey condensate to to the outside even 

when the bowl is pressurized.

Bowl made from hardened polyamide with outer guard.

ORDERING CODE

CODE REF.

095.06.00002 FR+L 1” 095 20 04 R PE SS

095.06.00001 FR+L 1” 095 20 08 R PE SS

095.06.00003 FR+L 1” 095 20 12 R PE SS

095.06.00005 FR+L 1” 095  5  04 R PE SS

095.06.00004 FR+L 1” 095  5  08 R PE SS

095.06.00006 FR+L 1” 095  5  12 R PE SS

Float type automatic drain version. 

095.06.00007 FR+L 1” 095 20 08 R PE SA

095.06.00009 FR+L 1” 095 20 12 R PE SA

"Differential" automatic drain version.

095.06.00013 FR+L 1” 095 20 08 R PE SAD

095.06.00014 FR+L 1” 095 20 12 R PE SAD

GENERAL TECHNICAL DATA

INLET-OUTLET
connections

1''

Pressure range 0-4; 0-8; 0-12 Bar

Working pressure

Working pressure with 
automatic drain model SAD: 2 – 12 Bar

Filtering degree 5 micron; 20 micron

Working temperature 
(a 10 bar)

-5 / +50°C*

Max Torque IN-OUT 1''  80 Nm

Max tourque 
gauge port

10 Nm

Weight

Below 3°C the air of the circuit must be free from humidity

WOULD YOU LIKE TO ORDER 

Replace 0 with "M" the the 6th digit of the part nr. for example:

FR+L   1/4”   042   20   08   R   PE   SS

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Filtering element

5 = 5 micron

20 = 20 micron

Product

FR+L =
Filter regulator + 
Lubricator

Version

R = Relieving

Range of pressure

04 = 0 - 4 Bar

08 = 0 - 8 Bar

12 = 0 - 12 Bar

Condensate Drain

SS =
Semiautomatic
(standard)

SA =
type

SAD =
Automatic 
differential

S18 = Open seat 1/8 F

Bowl

TT =
Transparent (Line 042 
only)

TC =
Short transparent 
(Line 042 only)

PE = With outer guard

LINE  095 1'' | FR+L UNITS
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1.134

ORDERING CODE

CODE REF.

095.05.00002 F+R+L 1” 095 20 04 R PE SS

095.05.00001 F+R+L 1” 095 20 08 R PE SS

095.05.00003 F+R+L 1” 095 20 12 R PE SS

095.05.00005 F+R+L 1” 095  5  04 R PE SS

095.05.00004 F+R+L 1” 095  5  08 R PE SS

095.05.00006 F+R+L 1” 095  5  12 R PE SS

Float type automatic drain version.

095.05.00007 F+R+L 1” 095 20 08 R PE SA

095.05.00009 F+R+L 1” 095 20 12 R PE SA

"Differential" automatic drain version.

095.05.00013 F+R+L 1” 095 20 08 R PE SAD

095.05.00014 F+R+L 1” 095 20 12 R PE SAD

WOULD YOU LIKE TO ORDER 

Replace 0 with "M" the the 6th digit of the part nr. for example:

GENERAL TECHNICAL DATA

INLET-OUTLET
connections

1''

Pressure range 0-4; 0-8; 0-12 Bar

Working pressure

Working pressure with 

automatic drain model SAD: 2 – 12 Bar

Filtering degree 5 micron; 20 micron

Working temperature 
(a 10 bar)

-5 / +50°C*

Max Torque IN-OUT 1''  80 Nm

Max tourque 
gauge port

10 Nm

Weight

Below 3°C the air of the circuit must be free from humidity

GENERAL FEATURES

Unit consisting of Filter + Regulator + Lubricator.

lubrication of compressed air for industrial application.

high condensate separation.

Semiautomatic condensate drain supplied as standard (SS).

drain (SAD) that can convey condensate to to the outside even 

when the bowl is pressurized.

Bowl made from hardened polyamide with outer guard.

F+R+L   1/4”   042   20   08   R   PE   SS

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Filtering element

5 = 5 micron

20 = 20 micron

Product

F+R+L =
Filter + 
Regulator + 
Lubricator

Version

R = Relieving

Range of pressure

04 = 0 - 4 Bar

08 = 0 - 8 Bar

12 = 0 - 12 Bar

Condensate Drain

SS =
Semiautomatic
(standard)

SA =
type

SAD =
Automatic 
differential

S18 = Open seat 1/8 F

Bowl

TT =
Transparent (Line 
042 only)

TC =
Short transparent 
(Line 042 only)

PE = With outer guard

095.05.M0002  F+R+L 1” 095 20 04 R PE SS + GAUGE
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1.135

ORDERING CODE

CODE REF.

095.07.00001 F+L 1" 095 20 PE SS

095.07.00002 F+L 1" 095 5 PE SS

Float type automatic drain version.

095.07.00003 F+L 1" 095 20 PE SA

095.07.00004 F+L 1" 095 5 PE SA

"Differential" automatic drain version.

095.07.00005 F+L 1" 095 20 PE SAD

095.07.00006 F+L 1" 095 5 PE SAD

GENERAL FEATURES

Unit consisting of Filter and Lubricator.

-

sed air for industrial applications.

Proportional oil-mist lubricator ensuring a constant oil delivery 

over time.

Bowl made from hardened polyamide with outer guard. 

GENERAL TECHNICAL DATA

INLET-OUTLET
connections

1''

Pressure range 0-4; 0-8; 0-12 Bar

Working pressure

Working pressure with 

automatic drain model SAD: 2 – 12 Bar

Filtering degree 5 micron; 20 micron

(P1= 10 bar     P= 1bar) : 13.800 Nl/min

Working temperature 
(a 10 bar)

-5 / +50°C*

Max Torque IN-OUT 1''  80 Nm

Recommended oil 
viscosity

ISO VG32

Weight

Below 3°C the air of the circuit must be free from humidity

F + L   1/4”   042   20   PE   SS

GUIDE TO REFERENCES

Line

042

050

052

075

080

095

Connection

1/4” = G 1/4”

3/8”= G 3/8”

1/2” = G 1/2”

3/4”= G 3/4”

1” = G 1”

Filtering element

5 = 5 micron

20 = 20 micron

Product

F+L = Filter + Lubricator

Condensate Drain

SS =
Semiautomatic 
(standard)

SA =
type

SAD =
Automatic 
differential

S18 = Open seat 1/8 F

Bowl

TT =
Transparent (Line 042 
only)

TC =
Short transparent (Line 
042 only)

PE = With outer guard
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