Primyslové armatury — uzaviraci klapky

° .~BVPD/BLPD/BVKI/BLKI/BFKI

Q Mékkotésnici uzaviraci klapky

BVPD - Wafer BLPD - Lug | BVKI - Wafer BLKI - Lug | BFKI - double flange

DN 80 - 600 = 3" - 24" DN 40 - 800 = 1"4/2 - 32" DN 80 - 600 = 3" - 24"

Max working pressure:

BVPD/BLPD DN 80:600: 6 Bar \m{ e
Flange: PN 6-10-16 » A150 . o
BVKI/BLKI DN 40+=500: 16 Bar APPROVAL l‘l?‘r!gl&l

Flange: PN 10-16 » A150 APPROVAL

BVKI/BLKI DN £00+800: 10 Bar -

Flange: PN 6-10-16 » A150

BFKI DN 80+600: 16 Bar GOST

Flange: PN 6-10-16 » A150

KI series to be used also with vacuum EH[

Design:

EN 593 ~ EN 736 ~ EN 12516 ~ EN 1092 )
IS0 5211 ~ DIN 3337 ~ API 609 i~ ® )

PED 97/23/EC(cat IIT) Mod H DVGW @ :

Face to face: RAL 1018
DIN EN 558-1 Series 20 ~ ISO 5752 Series 20 @QVGW for gas
BS-5155 Series 4 ~ MSS-SP67 RAL 5009

API609 cat.A ~ NFE 29305-1 A standard

Testing:

EN 12266-1 Rate A ~ IS0 5208 Rate A IALIJ_E C €[PED] SIL"H"!' @umncrx
DIN 3230 ~ API 598

Tag: q_:.'."':..'l .-'_Eiér':l All valves are supplied with a metallic label in com-

EN 19 ~ MSS SP-25 WI—KE 5_: pliance with PED directive.

BODY BVPD BVKI / BLKI BFKI
material references standard coating DN DN DN
Ductile iron EN-GIS 400-15 (GS5400) Epoxy RAL 5009 80-600 40-800 80-600
Carbon steel ASTM A216-WCB Epoxy RAL 9005 80-600 40-800 -
Stainless steel ASTM A351 CF8M (A316) - 80-600 40-800 -
Aluminuim-bronze ASTM B148-C958.00 - 80-600 40-800 -
Aluminium [Pm“ 10Bar) EN AB 46400 Epoxy RAL 7024 80-600 40-500 -
DISC BVPD BVKI / BLKI BFKI
material references standard coating DN DN DN
Steel ASTM A105 Zinc 50-100 50-100 80-100
Ductile iron EN-GJ]S 400-15 (GS400) Zinc 125-600 125-800 125-600
Stainless steel ASTM A351 CF8M (A316) - 80-600 40-800 80-600
Aluminuim-bronze ASTM B148-C958.00 - 80-600 40-800 80-600
Hastelloy® ASTM A494 CXZMW - 80-600 40-800 80-600
Monel® ASTM A494 M35-1 - 80-600 40-800 80-600
BODY RUBBER SEAT DN 40/500 replaceable - DN 600/800 vulcanized not replaceable

ref. designation trade name working temp. applications

NBR nitrile rubber BUNA® -259C / +100°C oils, hydrocarbons, gas, air, water
EPDM copolymer EPDM - -35°C f +130°C water, sea water, steam, diluted acids
EPDM HT copolimery EPDM HT - -30°C / +135°C water, sea water, steam, diluted acids
cO carboxide - -25°C / +100°C dust, air

FKM fluoroelastomer VITON® -20°C / +200°C oils, acids, hydrocabons

CR polychloroprene NEOPRENE® -20°C / +100°C alkali, bases, water

NR natural rubber - -40°C / + 80°C glycols, abrasive media

MVQ silicon rubber SILOPREN® -60°C / +190°C water, food, drinks

CSM chlorosulfonated polyethylene HYPALON® -20°C f +125°C acids, mineral bases, alcohols, hydrocarbons

On request can be supplied other matenals as: LCB, Hastelloy, Monel, Uranus, Alloy, DUPLEX, Special steels, Special bronzes.

Coating on request: RILSAN®, Halar®, Chenisil®
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BVPD - Wafer BLPD
DN 80 - 300 = 3" -

12!(
PN 6-10-16 = ANSI 150

- Lug

BVKI - Wafer BLKI - Lug
DN 40 - 300 » 1"1/2 -
PN 10-16 « ANSI 150

12!(

Lug Body

BFKI - double flange
DN 80 - 300 » 3" -
PN 6-10-16 = ANSI 150

12”

Double Flange body

item qg.ty part material item q.ty part material
1 1 body . g;‘itge Eﬁgﬂﬁs‘mﬂ 4 1 upper shaft « AISI 430
BFKI onl - - .
535400) ¥ - A352 - LCB AISI 316 (on request)
. A|351_ —_CFBE (AISI 316) 5 1 lower shaft = AIST 430
L= um_ln!um— ronze » AISI 216 est
= aluminium (only WAFER) (on request)
ductile i of 1 bush = bronze
2 1 disc = ductile iron GS400
« A351 - CF8M (AISI 316) @6* 1 bush * bronze
. a'um'"'uﬂ;-bmﬁz‘* o7 1 shaft packing « NBR (BUNA®)
= Hastelloy « FKM (VITON®) on request
= Monel® ) o
{ o) 8 1 plug packing = aluminium
43 1 body seat = NBR (BUNA -
(replaceable) « EPDM a 1 threaded plug zinc plated steel
= EFDM HT 10 1  stop ring s steel
- L]
. E:I_E;ggom ) 11 1 upper flange « IXEF (DN 40-150)
s polychloroprene (NEOPRENE®) * aluminium (DN 200-300)
= natural rubber 12 2  screw = zinc plated steel

< parts included in spare kit

= silicon

* anly for DN300
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i“—" Primyslové armatury - uzaviraci klapky

BVPD - Wafer BLPD - Lug BVKI - Wafer BLKI - Lug BFKI - double flange
DN 350 - 500 = 14" - 20" DN 350 - 500 = 14" - 20" DN 350 - 500 = 14" - 20"
PN 6-10-16 = ANSI 150 PN 10-16 = ANSI 150 PN 6-10-16 = ANSI 150

< parts included in spare kit

item q.ty part material item q.ty part material
1 1 body = ductile iron GS400 5 1 lower shaft » AISI 430
(BFKI only = A216-WCB » AISI 316 (on request)
G5400) = A352-LCB
=« A351-CFBM (AISI 316) b 5 bush = bronze
s aluminium-bronze s steel+PTFE
= aluminium {only WAFER) (DM 450-500)
2 1 disc = ductile iron G5400 o7 1 packing lower flange =« NBR (BUNA®)

= A351-CF8BM (AISI 316)
= aluminium-bronze

= Hastelloy® 8 1 lower flange = zinc plated steel

o3 1 body seat : :I;;E{EUNA@} g 4  screw . z?nc plated steel
{replaceable) « EPDM 10 1 upper flange = zinc plated steel

= EPDM HT 11 1 stopring = steel

. :::gé}\c.;g;oua} 212 1 O.Ring « NBR (BUNA®)

« polychloroprene (NEQPRENE®) | <13 1 O.Ring « NBR (BUNA®)

: :i?itt;rl?l rubber 14 2  screw = zinc plated steel
4 1 upper shaft « AIST 430 15 1 key = steel C40

= AISI 316 (on request)
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BVPD - Wafer BLPD - Lug BVKI - Wafer BLKI - Lug BFKI - double flange
DN 600 = 24" DN 600 - 800 = 24" - 32" DN 600 = 24"
PN 6-10-16 » ANSI 150 PN 6-10-16 = ANSI 150 PN 6-10-16 » ANSI 150

3
Wafer body

7 _—
=
5 ]
\‘ o
Double Flange body
< parts included in spare kit Lug t;Dd'g.r
item q.ty part material item q.ty part material
1 1 body = ductile iron G5400 7 2 0Q.ring housing = AISI 316
(BFKI only G5400) : igég:l_wccaa A 1 shaft support « Bronze
= A351-CFBM (AISI 316) g 2  adjusting screw = AIST 316
) * Elll..II'T'-IIr'IIl-..II'T'I—br(}nZE 10 1 lower flange = zinc plated steel
21 disc e e e e o11 1 O.ring - NER (BUNA®)
« aluminium-bronze 12 1 O.ring = NBR (BUNA®)
: :E[l)?]t:gﬂ‘!"’ 13 6 screw = zinc plated steel
3 1 body seat « NBR (BUNA®) 14 1 upper flange = zinc plated steel
{vulcanized = EPDM 15 1 Q.ring = NBR (BUNA®)
not replaceable) = EPDM HT 016 1 0O.ring « NBR (BUNA®)
= FKM (VITON®)
4 1 shaft « AISI 303 17 4  screw = zinc plated steel
» AISI 316 (on request) 18 1 key » steel
©5 5 bush = steel + PTFE 19 3 screw = AISI 316
6 2 shaft O.ring « NBR (BUNA®) ©20 3 O.ring * PTFE
= FKM (VITON®) on request 21 3 washer « AISI 316
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